Single Gas Permeation on γ-Alumina Ceramic Support

Mohammed Nasir Kajama*, Habiba Shehu, Edidiong Okon and Ify Orakwe

Centre for Process Integration and Membrane Technology (CPIMT), School of Engineering, The Robert Gordon University, Aberdeen, AB10 7GJ, United Kingdom

Abstract

This study examines the characterization (SEM-EDXA observation, BET measurement) and gas transport through a commercial tubular alumina mesoporous (20 and 500 Å) support. Single gas permeation of helium (He), hydrogen (H₂), nitrogen (N₂) and carbon dioxide (CO₂) was measured at a temperature of 450°C and feed pressures between 0.85 up to 1.0 bar. Observation of the permeance of the alumina support revealed that the transport of the gases under these conditions is governed by Knudsen diffusion. Selectivity of 2.7 was obtained for He/N₂ at 1 bar. The selectivity obtained is comparable to the theoretical Knudsen value (2.65) for He/N₂.

Keywords: Alumina support; Gas permeation; Gas selectivity; Knudsen diffusion

Introduction

Applications of inorganic membranes continue to receive tremendous growth in the last three decades due to their improved permeances and thermal stabilities. In many cases, membrane technology has been efficiently applied in the industrial sectors in order to replace the conventional energy-demanding as well as environmentally polluting separation systems [1]. Inorganic membranes have been successfully applied for carbon dioxide separation [2], hydrogen separation [3], high-purity water and recovery of toxic or valuable components from industrial effluents [4]. Membranes can be classified into organic and inorganic systems. The organic ones are further divided into biological and polymeric constituents, while the inorganic membranes can be divided into metallic and ceramic (porous and non-porous) membranes [3]. In recent time, membranes were fabricated from polymeric materials but these are exposed to chemical attack and cannot withstand high temperature. It is for these reasons that inorganic membrane technology is receiving increasing attention. Inorganic membranes are commonly made from ceramic, metal oxide and single gas permeation and selectivity was carried out at feed temperature of both mechanisms (i.e., Equations 3 and 4) which is written as:

\[
P_v = \frac{e^{\frac{RT}{\pi\mu L}}}{} \frac{P_{v} \Delta P}{8\pi d NP}
\]

Where, \( P_v \) is the viscous permeance \( (\text{mol} \cdot \text{m}^{-2} \cdot \text{s}^{-1} \cdot \text{Pa}^{-1}) \), \( \varepsilon \) is the porosity of the membrane, \( r_p \) is the mean pore radius \( (\mu \text{m}) \), \( P_{v}=P_{v}+P_{v}/2 \) is the average pressure \( (\text{Pa}) \), \( \Delta P \) is the pressure drop across the membrane \( (\text{Pa}) \), \( \mu \) is the viscosity \( (\text{Pa} \cdot \text{s}) \), and \( L \) is the thickness of the membrane \( (\mu \text{m}) \).

Knudsen diffusion occurs if the mean free path is effectively larger than the pore diameter. The separation is based on molecular weight \([3,5,6]\). Thus, Knudsen permeance states that the permeation flux is proportional to the inverse square root of the molecular weight of the gas and temperature which can subsequently be written as [6]:

\[
P_k = \frac{\varepsilon 8 r_p \Delta P}{3 \pi L (2 \pi R T)^{\frac{3}{2}}}
\]

Where, \( P_k \) is the Knudsen permeance \( (\text{mol} \cdot \text{m}^{-2} \cdot \text{s}^{-1} \cdot \text{Pa}^{-1}) \), \( \tau \) is the tortuosity and \( M \) is the molecular weight of the diffusing gas \( (\text{g/mol}) \).

However, if the mean free path of the gas molecule is equal to the pore diameter, then, the flow mechanism is governed by the combination of both mechanisms (i.e., Equations 3 and 4) which is written as:

\[
P_k = \frac{e^{\frac{RT}{\pi\mu L}}}{} \frac{P_{k} \Delta P}{8\pi d NP}
\]

Where \( P_k \) is the total permeance \( (\text{mol} \cdot \text{m}^{-2} \cdot \text{s}^{-1} \cdot \text{Pa}^{-1}) \).

In this study, a commercially γ-alumina support was characterized and single gas permeation and selectivity was carried out at feed pressures between 0.85 up to 1.0 bar and a temperature of 450°C in order to elucidate their respective gas transport mechanism.

*Corresponding author: Mohammed Nasir Kajama, Centre for Process Integration and Membrane Technology (CPIMT), School of Engineering, The Robert Gordon University, Aberdeen, AB10 7GJ, United Kingdom, Tel. +44(0)1224262437; E-mail: m.n.kajama@rgu.ac.uk

Received April 12, 2016; Accepted May 24, 2016; Published May 25, 2016


Copyright: © 2016 Kajama MN, et al. This is an open-access article distributed under the terms of the Creative Commons Attribution License, which permits unrestricted use, distribution, and reproduction in any medium, provided the original author and source are credited.
Experimental

A commercial tubular gamma alumina support supplied by Ceramiques Techniques et Industrielles (CTI SA) France was employed in this study. The gamma alumina support was mesoporous (20 and 500 Å) consisting of 7 and 10 mm internal and outer diameter respectively. The symmetric alumina support consisted of a permeable length of 348 mm (Figure 1) and a porosity of 45%. The gases used were helium (He), hydrogen (H₂), nitrogen (N₂) and carbon dioxide (CO₂). Table 1 shows the detailed characteristics of the gases.

The experimental set-up consisted of a membrane reactor, gas delivery system for pure gases, a permeate and retentate exit, a flow meter and K-type thermocouples fixed on the reactor (Figure 2). However, prior to permeation experiments the reactor and all connections were tested for leaks by means of a soap solution. The permeation tests involved passing the gas into the shell-side and directed to permeate across the alumina support at different pressures and a temperature of 450°C. The shell is made from stainless steel material and has 28 mm I.D., 36 mm O.D., 395 mm long, 5 mm thick that can withstand high temperatures. The stainless steel shell was covered with heating tapes in order to maintain the heating of the reactor system. The two ends were removable for membrane replacement purpose. Gas tightness between the shells was maintained by graphite O-rings. Two graphite rings (one at each end) were used as sealing for the alumina tube ends which withstand high temperature as well as allowing for thermal expansion of the alumina membrane. The inlet pressure of the reactor were 0.85 up to 1.0 bar and a temperature of 450°C.

Results and Discussion

Membrane characterization

The N₂ adsorption-desorption isotherm of the alumina support was obtained. The BET surface area and the BJH pore size distribution methods of the alumina support are depicted in Figures 5 and 6. It can be seen in Figure 5 that the isotherm exhibits a drop in the desorption branch at P/P₀=0.5 (dotted line). However, the meniscus curve is not closed, this could be as a result of contaminants in the material. The BET surface area of the alumina support is 0.364 m²/g. Figure 6 depicts the measurement of the pore-size distribution of the alumina support.

Table 1: Gas kinetic diameter and molecular weight.

<table>
<thead>
<tr>
<th>Gas</th>
<th>Kinetic Diameter (Å)</th>
<th>Molecular Weight (g/mol)</th>
</tr>
</thead>
<tbody>
<tr>
<td>He</td>
<td>2.6</td>
<td>4</td>
</tr>
<tr>
<td>H₂</td>
<td>2.89</td>
<td>2</td>
</tr>
<tr>
<td>N₂</td>
<td>3.64</td>
<td>28</td>
</tr>
<tr>
<td>CO₂</td>
<td>3.3</td>
<td>44</td>
</tr>
</tbody>
</table>

Figure 1: Pictorial view of tubular gamma alumina support.
The adsorption-desorption isotherm exhibits a characteristics of mesopores solids (especially ceramics) resulting in Type IV physisorption isotherm according to the IUPAC recommendations which revealed the presence of mesoporous (20<pore size<500 Å) in the membrane undergoing capillary condensation and hysteresis during desorption [7-9].

**Gas permeation**

The variation of He, H₂, N₂ and CO₂ single gas permeances against permeation pressure across the alumina support was examined at 450°C. Figure 7 depicts gas permeances as a function of feed pressure across the alumina support. The permeances did not change with pressure increase which reveals that viscous flow contribution is not significant. From Equation (5); the first term can therefore be neglected.

An average pore diameter of 4.171 nm is calculated from the pore-size distribution graph, and the pore volume is 0.005 cm³/g.

<table>
<thead>
<tr>
<th>Pressure (bar)</th>
<th>Permeances (mol/m²·s·Pa)</th>
<th>Selectivity (α_{He/N₂})</th>
</tr>
</thead>
<tbody>
<tr>
<td>He</td>
<td>N₂</td>
<td>Theoretical</td>
</tr>
<tr>
<td>0.85</td>
<td>2.00 × 10⁷</td>
<td>7.64 × 10¹</td>
</tr>
<tr>
<td>0.90</td>
<td>1.94 × 10⁷</td>
<td>7.31 × 10¹</td>
</tr>
<tr>
<td>0.95</td>
<td>1.90 × 10⁷</td>
<td>7.06 × 10¹</td>
</tr>
<tr>
<td>1.00</td>
<td>1.83 × 10⁷</td>
<td>6.79 × 10¹</td>
</tr>
</tbody>
</table>

**Table 2:** He and N₂ permeances and α_{He/N₂} at 450°C.
from the governing transport through the alumina support, owing to the fact that Knudsen diffusion dominates the flow regime. The transport of the gases with respect to their kinetic diameter and molecular weight behaves differently. It can be seen on Figure 7 that, He and H₂ permeation followed their respective kinetic diameter, whereas, N₂ and CO₂ permeation followed their respective molecular weight. Figure 8 depicts He/N₂ selectivity against feed pressure at 450°C. It can be seen that He/N₂ selectivity of 2.7 (Table 2) at 1 bar is obtained. The selectivity obtained is comparable to the theoretical Knudsen value (2.65).

Conclusions

The characterization (SEM-EDXA observation, BET measurement, permeation assessment) of a commercial tubular gamma alumina support was carried out. SEM result reveals that the alumina support is defect free. BET surface area, average pore diameter and the pore volume of the alumina support was also obtained (0.364 m²/g, 4.171 nm and 0.005 cm³/g). The adsorption-desorption isotherm exhibits a characteristics of mesopores solids. Single gas permeances were measured at feed pressures between 0.85 up to 1.0 bar and a temperature of 450°C. The permeances were influenced by Knudsen diffusion transport mechanism. He/N₂ selectivities obtained (2.7) were comparable to the theoretical Knudsen value (2.65).

Acknowledgements

The authors gratefully acknowledge Petroleum Technology Development Fund (PTDF) Nigeria for funding this research, and School of Pharmacy and Life Sciences RGU Aberdeen for the SEM and EDXA results.

References